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The information contained in this Technical Data Sheet is based on our knowledge and experience up to the present date. Due to our product being able to be used in a wide range of applications and under different working 

conditions, we recommend that the customer conducts their own tests to approve the product for safety and intended use. We cannot assume responsibility for the results obtained by others whose methods are beyond our 

control. Therefore, it is the sole responsibility of the user to determine the suitability of the product for the desired purpose and to adopt any precautions that may be advisable to protect property and individuals against any 

hazards that may be involved in its handling and application. Our warranty applies within the context of legal regulations and provisions, professional standards in force, and in accordance with the determinations established in 

our general sales conditions. The detailed information in this document is provided for indicative purposes only. The same applies to any information provided verbally, by telephone, or in writing to any potential or existing 

customer. For safety, handling, storage, and disposal information, please consult the respective Material Safety Data Sheet (MSDS). 
 

LIMITED WARRANTY INFORMATION 

 

CHARACTERISTICS AND APPLICATIONS 
DISCREET IN SIZE AND APPEARANCE, BUT POWERFUL AGAINST 
IMPACTS AND SCRATCHES. Unipega Anti-Impact Adhesive is 
transparent, super discreet, ultra-resistant and, on top of everything, 
super durable! As it softens the impact, it also increases the lifespan of 
furniture. Simple, useful and necessary. For home or office. 
It is the solution for those who do not want to stress about the noise of 
cabinet doors slamming, that glass top wobbling on the dining table or 
objects scratching the furniture when moved, during cleaning. 

 
INSTRUCTIONS FOR USE AND HANDLING 
SURFACE PREPARATION: Clean the surfaces where the stickers will 
be applied with isopropyl alcohol only. The use of any other product 
may compromise the performance of the tape. Completely remove any 
traces of oil or dust. 
 
HOW TO USE: Remove the sticker from the card, being careful not to 
touch the sticky part with your fingers. Apply and press the sticker into 
place to ensure it adheres well. 

 

ADVANTAGES 
•Transparent 
•Works perfectly on surfaces and small products 
•Absorbs impacts, reduces vibrations and noise 
•Protects furniture and decorative pieces 
•Discreet 
•Does not deform 
•Extra-strong bonding 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 

PROPERTY 

 

SIZES AND FORMATS 

 

STORAGE 
The product must be kept in its original packaging and stored in a cool 
place at a temperature below 30°C, away from direct sunlight and heat 
sources. Keep out of reach of children and pets. 
Shelf life (from the date of manufacture): 48 months. 

UNIT TEST RESULT 
UNIT TEST 

RESULT 
UNIT TEST 

RESULT 

Appearance - Transparent 

Hardness Shore A 70 

Shear strength N/mm² 2,5 

Application temperature °C 5 a 40 

Working temperature °C -20 a 80 

DESCRIPTION 
HEIGHT 

(APPROXIMATE) 
QUANTITY 

PER BLISTER 

Drop P – Ø 8 mm 2,3 mm 25 units 

Drop M – Ø 10 
mm 

3,0 mm 15 units 

Drop G – Ø 15,7 
mm 

8,0 mm 10 units 


